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Steam Traps for High-Pressure Applications

Steam Trap UNA with Ball Float up to PN 160 

 Features of the UNA Series
�ƒ Function independent of back pressure and condensate temperature
�ƒ Operation free of steam loss, thanks to formation of a water pocket
�ƒ Drainage without any banking-up, even with fluctuations in pressure and flowrate
�ƒ Unaffected by dirt
�ƒ Automatic air-venting by thermostat (Duplex control)
�ƒ Easy in-line maintenance (without removing the body from the pipe)
�ƒ Internals made of corrosion-resistant stainless steels

UNA 38 DN 15 

Steam Traps for High-Pressure 
Applications



www.gestra.com 23

UNA 27h
DN 25, 40, 50
1”, 1½”, 2”

UNA 38
DN 15, 25, 40, 50
½”, 1”, 1½”, 2”

UNA 39
DN 15, 25, 50
½”, 1”, 2”

UNA Special
DN 65, 80, 100
2½”, 3”, 4”

1) Only available for installation in horizontal pipes
2) ASTM material comparable to EN material

Steam Trap Type UNA from PN 63 

Type

UNA 27h1)

UNA 38

UNA 38

High-temperature

UNA 39

UNA Special

PN Connections

PN 63

PN 100

PN 100

PN 160

PN 63

Flanged, socket-weld ends, butt-weld ends

Flanged, socket-weld ends, butt-weld ends

Flanged, socket-weld ends, butt-weld ends

Flanged, socket-weld ends, butt-weld ends

Flanged, socket-weld ends, butt-weld ends
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Overview of the Product Range
Kvsvalues [m³/h] (Linear Characteristics, Design, Pressure/Temperature Ratings)

Adaptation of nominal sizes is possible * ZK 610 only
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Quality is our Strength

For GESTRA, the concept of “Quality” not only includes the product itself, but applies 
equally to planning, handling and service. It is our aim to recognize and eliminate 
sources of potential errors during all phases of order processing by means of com-
prehensive internal strategies. The ideal basis for this is a quality management system 
in accordance with EN ISO 9000. Of the three possible levels, our quality assurance 
system achieved certification according to EN ISO 9001. The high quality standard of 
GESTRA products has been confirmed time and time again through a large number of 
recognized type-approvals issued by TÜV (German Technical Supervisory Associa-
tion), Germanischer Lloyd, Lloyd’s Register of Shipping and many other classification 
societies. The company thus also fulfills the conditions of the new Pressure Equipment 
Directive.

GESTRA Stands 
for Quality

ZK valves are in  
service worldwide:

Europe
Austria
Belgium
Bosnia
Croatia
Cyprus
Czech Republic
Denmark
Finland
France
Germany
Greece
Hungary
Italy
Netherlands
Norway
Poland
Portugal
Russia
Serbia
Slovakia
Spain
Sweden
Switzerland
Turkey
UK
America
Argentina
Brazil
Canada
Chile
USA
Asia
China
India
Indonesia
Kuwait
Malaysia
Oman
Pakistan
Philippines
Qatar
Saudi Arabia
Singapore
South Korea
Thailand
Vietnam
Africa
Algeria
Egypt
South Africa
Australia

On request, we will gladly provide 
references in other countries.
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